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COPIER
Copying process: Twin laser beam scanning & 

gnitnirp cihpargotohp ortcele 

Copy speed: MP 4000/MP 4000B:  40 copies per minute
etunim rep seipoc 05  :B0005 PM/0005 PM 

Resolution:  600 dpi

Multiple copy: Up to 999

Warm-up time: 13 seconds

First output speed:  4.1/3.5 seconds

Zoom: 25 - 400% (in 1% steps)

Memory: MP 4000B/MP 5000B:  Standard: 256 MB
 BM 215 :mumixaM 

evirD ksiD draH BG 04 + 
BM 867 :mumixam/dradnatS :0005 PM/0004 PM 
evirD ksiD draH BG 04 + 

Paper input capacity: Standard:  2 x 550-sheet paper trays
yart ssapyb teehs-001 x 1 
steehs 004,4   :mumixaM 

Paper output capacity:  Standard:  500 sheets
steehs 057,3  :mumixaM 

Paper size:  B6 - A3 

Paper weight: Paper trays/duplex tray:  60 - 169 g/m2 

m/g 022 - 25  :yart ssapyB 2

Dimensions (W x D x H):  670 x 677 x 910 mm

Weight: Less than 97 kg

Power source: 220 - 240 V, 50/60 Hz

Power consumption: Operation:  Maximum 1.5 kW 
 W 6.99 :B0004 PM/0004 PM :edom revas ygrenE 
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PRINTER/SCANNER (OPTION FOR MP 4000B/MP 5000B)
PRINTER

Print speed: MP 4000/MP 4000B:  40 prints per minute
etunim rep stnirp 05  :B0005 PM/0005 PM 

Printer language: Standard:   PCL5e, PCL6, RPCS™
ebodA   :noitpO ®  PostScript®  3™

Resolution: Maximum 600 x 600 dpi 

Interface: Standard: USB 2.0, Ethernet 10 base-T
XT-esab 001 

 4821 EEEI lanoitcerid-iB :noitpO 
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Memory: MP 4000B/MP 5000B: 512 MB 
evirD ksiD draH BG 04 + 

 BM 867 :0005 PM/0004 PM 
 evirD ksiD draH BG 04 + 

)dradnats( 

Network protocol: TCP/IP, IPX/SPX, AppleTalk

Supported environments:  Windows®  95/98SE/Me/NT4.0/2000/XP
3002 revreS/atsiV 

llevoN ®  NetWare®  3.12/3.2/4.1/4.11/5.0/5.1/6/6.5
01/9/8/7/6.2 siraloS ®nuS XINU 
2vi11/x.11/x.01 XU-PH 
7.0.5/6.0.5 revreSnepO OCS 

taHdeR ®  Linux 6.x/7.x/8.x/9.x/Enterprise
MBI ®  AIX v4.3/5L v5.1/5L v5.2/5.3

 x2.9 - 6.8 hsotnicaM 
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PAS ®  R/3®  (3.x or later) 
)retal ro 8PS( 1.5 erawteN yawetaG SPDN 
 )retal ro 3PS( 5.6/)retal ro 5PS( 0.6 

MBI ®  iSeries / AS/400 using OS
mrofsnarT tnirP tsoH 004 

SCANNER 

Scan speed: MP 4000B/MP 5000B: B/W: Maximum 
 etunim rep slanigiro 05 

)FEL/4A ,HM( 
 MP 4000/MP 5000: Full colour: Maximum 

 etunim rep slanigiro 92 
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Resolution: Maximum 600 dpi (TWAIN: 1,200 dpi)

Original size: A5 - A3

Bundled drivers: Network TWAIN

Scan to e-mail: SMTP, TCP/IP

Destination addresses: Maximum 500 per job (stored: maximum 2,000)

Address book: Via LDAP or locally on Hard Disk Drive

Scan to folder: SMB, FTP, NCP protocol (with login security)

Destination: Maximum 50 folders per job 

SOFTWARE

SmartDeviceMonitor™, Web SmartDeviceMonitor™ 2, Web Image Monitor, 
DeskTopBinder™ Lite

RPCS™ PRINTER UNIT (OPTION FOR MP 4000B/MP 5000B)
Print speed: MP 4000/MP 4000B:  40 prints per minute

etunim rep stnirp 05  :B0005 PM/0005 PM 

Printer language:  ™SCPR :dradnatS 
ebodA ,6LCP ,e5LCP  :noitpO ® PostScript®  3™

Resolution: Maximum 600 x 600 dpi

FAX (OPTION)
Circuit: PSTN, PBX

Compatibility: ITU-T (CCITT) G3
 xaF tenretnI )73.T( T-UTI 

xaF PI )83.T( T-UTI 

Modem speed: Maximum 33.6 Kbps

Resolution: Standard/detail:  200 x 100/200 dpi
)noitpo( ipd 004 x 004  :mumixaM 

Compression method: MH, MR, MMR, JBIG

Scanning speed: 56 cpm (200 x 100 dpi, A4/SEF)

Memory: Standard/maximum: 12/44 MB

Memory backup: Yes

OTHER OPTIONS
Platen cover, 100-sheet Automatic Reverse Document Feeder, 2 x 550-sheet paper 
trays, 2,000-sheet large capacity tray, 1,200-sheet large capacity tray, 125-sheet 
one-bin tray, 1,000-sheet � nisher, 3,000-sheet � nisher, 2,000-sheet booklet � nisher, 
2/4 hole punch unit, Scandinavian 4 hole punch unit,  2nd Super G3 port, Data Overwrite 
Security Unit, Copy Data Security Unit, File Format Converter, Browser Unit, Scanner 
enhance unit (for printer option), Printer enhance unit (for RPCS™ printer unit), 
VM Card (Java™), Key Counter Bracket, PI Board, Scanner accessibility option, 
Fax Marker, Bridge Unit, Intelligent Printer Data Stream Units, HDD Encryption Unit, 
Counter Interface Unit, Professional software solutions

For availability of models, optional apparatus and software, please consult your local 
Ricoh supplier.

SPECIFICATIONS

ISO9001: 2000 certi� ed
ISO14001 certi� ed

Ricoh has designed these products to meet 
EC ENERGY STAR guidelines for energy 
ef� ciency.

Ricoh believes in conserving the earth’s 
precious natural resources. This brochure is 
printed on environmentally friendly paper: 
50% recycled � bres, 50% chlorine free 
bleached pulp.

These products comply with EU RoHS 
directive (RoHS: Restriction of Hazardous 
Substances, July 2006).

All brand and/or product names are 
trademarks of their respective owners.

Speci� cations and external appearance are 
subject to change without notice. The colour 
of the actual product may vary from the 
colour shown in the brochure. The images in 
this brochure are not real photographs and 
slight di�erences in detail might appear.

Copyright © 2007 Ricoh Europe PLC.

All rights reserved. This brochure, its 
contents and/or layout may not be modi� ed 
and/or adapted, copied in part or in whole 
and/or incorporated into other works without 
the prior written permission of Ricoh 
Europe PLC.
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BIZCOPIER SOLUTIONS SDN BHD (1031323-P)
No. 17, Jalan Pekan Baru 30A / KU01,
41050 Klang, Selangor Darul Ehsan.
Tel:  03-3341 6296
Fax: 03-3359 6296
Email: ask@bizcopier.com.my


